Pay limits of

M24 (1) Dla. anchor bolt with locknut
furnished in place by the Contractor
of the concrete structure. Place
plate washer D under nut.

TRAFFIC BARRIER TERMINAL TYPE 5 (one each)

Pay limits of|

M24x200 (1x4) machine bolt with locknut

(6"-9')

placed under head and nut.

TYPE 5 - CONCRETE BRIDGE PARAPET

furnished by the Contractor of the
i structure. Use plate washer D. :
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TYPE 5A - STEEL BRIDGE RAIL

Plate
/ washer D
32x57 Slotted holes
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25 Steel plate 4 3ol
Y element 22102 Siotted holes Fax2l) (232 x1V/p) GENERAL NOTES
(Yex4)
PLATE G PLATE E Install plate washer D so that the 25 mm
T (1) projection fills the remainder of the
slotted holes In the 25 mm (1) end plate
. on plate G after the M24 (1) dia. bolts
L2102 are in place.
(4) 38 Dic. holes
aYy ¥ Bolts shall be provided with locknut or
Tack weld double nut and shall be tightened only
to a point that will aliow plate G to be
free to move when an expansion joint
&5 -— - Eg\éegggefoc:‘:o;qﬁa“g;? or exists below the connector.
8|~ wingwall In the field. See Standard 630001 for details of
b & [ = guardrail-not shown.
22 Dia. steel rod
29 Dia. T b e e — 4 All dimensions are in millimeters
(1Y | (inches) unless otherwise shown.
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